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DETERMINATOR™
FOR 5

The FOR 5  DETERMINATOR™ set works on the 94-97 Ford Aspire using the H70/X231 key blank.  When
used properly you will be able to generate a key for a vehicle in just a few moments.

There is one tool in the FOR 5 DETERMINATOR™ se t.

THE TOOL

The DETERMINATOR™ is  a dec oding  tool an d a tumb ler rele ase  tool.
The DETERMINATOR™ wo rks by trap ping the 3  and 4 de pth tum blers.  It will pass  the 1 and  2 depth
tumblers.
The DETERMINATOR™ has numbers stamped on the side of the blade.  These numbers correspond to the
tumbler space locations.  When the DETERMINATOR™ trap s a tum bler, take  note of the  num ber clos est to
the face of the lock.  That is the space being determined as a 3 or 4 depth cut.   You will then use the release
tool to raise the trapped tumbler.  Slide the release tool along the slot milled in the side of the tool, sloped end
first.  You will feel it raise the tumbler, slowly pull the DETERMINATOR™ out a little to the next space and
rem ove th e rele ase  tool.

When the DETERMINATOR™ traps a tumbler you know that it is a 3 or a 4 depth tumbler.  Spaces that pass
you w ill know are  a 1 or  a 2 de pth tu mb ler.  Yo u can  ma ke yo ur cu ts as  1 ½ d epth s and  3 ½ d epth s and  use it
as a try-out k ey, OR you may want to make your cuts as 1 depths and 3 depths and then impression down
from there.  You should try both ways and see what works best for you.

The FOR 5 Determ inator™  uses  the m odifie d rele ase  tool.

M.A.C .S is 2. No 1 depth next to a 4 depth.

STEPS

1. Degrease the passenger door lock with a quick drying spray and run a key blank in and out a few times.
2. Insert the DETERMINATOR™ fully into the door lock.
3. Slowly pull the DETERMINATOR™ out of the lock with a slight left and right motion.
4. When the DETERMINATOR™ traps a tumbler, take note of the space, and record it as a 3 depth (or a 3

½ dep th.)
5. Use the release tool and proceed to the next space.
6. Decode BOTH sides of the door lock.  Record only the spaces that get trapped.
7. W hen you a re done  decod ing BO TH s ides of the  lock, then  ANY s pace th at DID NOT trap you will make

as a 1 de pth (or a 1  ½.)
8. Cut a key, insert it into the lock and turn.  You m ay want to use your impressioning pliers for a little more

torqu e.  Us e your  lock sm ithing  judgem ent on how  far to  turn th e ke y.
9. Look for impression marks. If a space that had a 1 (or a 1 ½) depth marks make it a 2 depth.  If a space

that had a 3 (or a 3 ½) depth marks make it a 4 depth.
10. Adjust your cuts as necessary.  You will now have working key for the door lock.
11. Progress spaces 1 and 2 from the ignition.

INSTRUCTIONS CONTINUED ON NEXT PAGE
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Space 1 2 3 4 5 6 7 8 9 10

Ignition X X X X X X X X

Door/hatch X X X X X X X X

2 Space  Progress ion Cha rt
1 1 2 1 3 1

1 2 2 2 3 3

1 3 3 2

2 3 4 2

2 4 4 3

3 4

4 4

FRAMON CUTTING INFORMATION

DETERMINATOR CUTS
START

CUT TO
CUT

DEPTHS

FOR 5 .203 .091 1=.323 2=.297 3=.272 4=.246

(tip stop) 1½=.310 2½=.285 3½=.259 

HPC CA RD - CF303


